Large Laminator Instructions

· Press on/off switch at back, right side.

· Approximately 20 minutes to heat up.

· ‘Heat’ light flashes while heating up and turns off when heated.

· ‘Ready’ light turns on when heat is set to laminate.

Press ‘Run’ to start & ‘Stop’ to stop laminating when paper clears at back. Allow a couple of inches of laminating film to clear past paper.

· Make sure binder clip at edge of laminating film clears table top to prevent film from rolling up and jamming machine.

· Press and hold down white cutter at back of machine and cut across laminating film.

· Put binder clip at edge of laminating film in machine.

· Turn off machine switch.

· Measure laminating film used, by feet, and log on


large laminator green sheet.

Laminator Tips

· Both laminators cannot be run at the same time. 

· Place ‘Laminator In Use’ pink sign on feeding tray if


laminator left unattended while machine is heating up.

Small Laminator

· Press ‘On’ on/off toggle switch on front left of machine.

· Press and release ‘Fwd’ switch under speed knob to turn red light on on/off toggle switch and start heating.

· Approximately 10 minutes to heat up.

· Digital screen at front right of machine set at 300 degrees.  Do not adjust heat knob setting.

· Machine ready to laminate when bottom red light under digital screen turns off.

· Press ‘Fwd’ to start & bottom of ‘Fwd’ switch to stop laminating when paper clears at back.  Allow a few inches of laminating film to clear past paper.

· Make sure binder clip at edge of laminating film clears table top to prevent film from rolling up and jamming machine.

· Cut across laminating film with scissors.

· Put binder clip at edge of laminating film in machine.

· Turn off machine switch.

· Measure laminating film used, by feet, and log on


small laminator yellow sheet.

Laminator Tips

· Both laminators cannot be run at the same time. 

· Place ‘Laminator In Use’ pink sign on feeding tray if


laminator left unattended while machine is heating up.

